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EXPLANATION TECHNICAL DETAILS 

TOILET PAPER / GOFRAJ UNIVERSITY  

UNIVERSITY TYPE                                                                      MONO 

STEEL GOFRAJ DIMENSIONS                                           Ø270 X 1850 MM 

TYRE SIZES Ø250 X 1 850 MM 

GOFRAJ PRINTING SYSTEM                                             HYDROLIK 

GOFRAJ BASKI ÜNİTESİ                                             POİNT TO POİNT 

RAPID CHANGE IS AVAILABLE ON THE SYSTEM 

GOFRAJ RUBBER PRESSURE CONTROL                             HYPER 

EDGE EMBOSSING                                                               AVAILABLE      

ANTISTATIC EXTRACTION (BAR)                                     AVAILABLE   

PAPER BREAK SENSOR                                            AVAILABLE  
EMERGENCY STOP                                                                     AVAILABLE 

CLEANING BRUSH                                                       FOR 1 STEEL GOFRAJ 

CENTRAL AUTOMATED LUBRICATION                               AVAILABLE 
LAMİNATION UNIVERSITY                                               1 

 

LAMNATION UNIVERSITY  

LAMINATION UNIT CONTROL                                  ELECTRONICS 

LAMİNATION UNIT SYSTEM TRAM ROLL (80 PIN /  CM²) + DOCTOR BLADE 

RUBBER LAMING DIMENSIONS                            Ø200 X 1900 

LAMİNASYON TRAM SİLİNDİR                                   Ø200 X 1900 

LAMINATION CONTROL SYSTEM                            ELECTRONICS 

LAMINATION GLUE TANKI                                          AVAILABLE 

LAMINATION GLUE FILTER AVAILABLE 

GLUE APPLICATION                                                1850 MM 

COMMUNICATION GIANT PRODUCTION PUMP                      AVAILABLE 

 

COIL UNIVERSITY 

MAX ANA BOBİN ÇAPI                                                 Ø1300 MM                                                                                                                                                                                             

MAX MAIN COIL WIDTH                                       1850 MM 

MAX MAIN COIL WEIGHT                                         1500 KG 

NUMBER OF MAIN COILS                                                        2 

SOLVENT PALLETS                                                      2 PIECES FOR EACH COIL 

RIGHT – LEFT ADJUSTMENT TOLERANCE                           +/- 50 MM 

RIGHT – LEFT ADJUSTMENT CONTROL                           AUTOMATIC 

MASURA ÇaPI                                                               76 MM (152 MM ADAPTÖRLÜ)  

TENSION CONTROL                                                ELECTRONICS 

COIL FINISH WARNING                                                 AVAILABLE 

MAIN COIL REMOVAL                                                HYPER 

REQUIRED PNEUMATIC PRESSURE                                    8 BAR 

CENTRAL AUTOMATED LUBRICATION                                 AVAILABLE 

 

SARIM UNIVERSITY   

PAPER TENSION CONTROL                                       PNEUMATIC 

ÇALIŞMA THESE                                                                 200 MT/DK 

FINISHED PRODUCT DIAMETER                                                        90 – 220 MM 

PERFORE UNIVERSITY                                                         6 KNIVES 

PERFORE CONTROL                                                  10 – 40 CM 

PERFORE CONTROL SYSTEM SERVO CONTROL 

PERFORE MOTIONKNIFE 4  KNIFE 

PERFORE FIXED KNIFE                                               2 KNIVES                                                                                                                                                 
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ROLLERING                                                              AUTOMATIC / PNEUMATIC 

GLUE START GLUE                                          GLUE AVAILABLE 

END CLOSURE AND CUTTING                                               AUTOMATIC  

GLUE HANDLE AVAILABLE FOR END CLOSURE 

UPSIDE DOWN BLOWING                                                          AUTOMATIC    

PERFORATED KNIFE LUBRICATING                                        WITH FELT 

OPENER BANANA ROLLER RUBBER                                  AVAILABLE (ADJUSTED) 

PRESSURE TANKI                                                                AVAILABLE 

2 WRAPPING APPARATUS ALUMINUM PIPE          Ø45 

2 WINDING APPARATUS ALUMINUM PIPE          Ø60 

CENTRAL AUTOMATED LUBRICATION                                 AVAILABLE 

MOTION SYSTEM                                                        14 M TRİGER KAYIŞ 

 

GENERAL INFORMATION 

AUTOMATION                                                                     LYMPH OR CONTROL TECHNICAL 

DATA CONTROL                                                               WORKING HOURS, LOG COUNTER 

DRIVER SYSTEM                                                              IS INDEPENDENT WITH SERVO MOTOR 

TOTAL ENGINE POWER 24  KW 

ENGINES LOW ENERGY CONSUMPTION MODEL         (A + ENERGY) 

ÇALIŞMA BASINCI                                                             8 BARS 

OPERATING FLOW                                                                 380 

OPERATING FREQUENCY                                                          50 Hz 

REQUIRED AIR PRESSURE                                                  150 LITER/MIN 

SPEED CONTROL                                                                  DIGITAL 

 

 

 

 


