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•   Turboweld 400 makinesi, OMRM 122 (4 köşe kaynak), CS (soğutma istasyonu), Robot kol ve       
    OMR 119 (CNC köşe temizleme) makinelerinin bir araya gelmesiyle oluşmaktadır
•   Makineler ile ayrı ayrı çalışma imkanı
•   Barkod okuyucu
•   Barkod okutulduğu zaman CNC köşe temizleme makinesinde program otomatik olarak seçilebilir
•   Sınırsız profil hafiza kapasitesi 
•   Uzaktan bağlantı ile sorun teşhisi ve servis imkanı 
•   Profil kaynadıktan sonra temizleme makinesine gitme süresi ayarlanabilir 
•   Kullanımı kolay, kullanıcı dostu arayüz 
•   Barkod okutmadan Manuel ölçü girme ve CNC programı seçme imkanı 
•   Kaynatılan çerçeve adedi bilgileri ekranda görülebilir
•   Çoklu dil desteği 
•   CE uyumlu koruma (kafes) sistemi
•   Eşiksiz kapı kaynatma sistemi 

   Opsiyon:
•  Conta baskı sistemi 

•   Turboweld 400 machine is formed by the combination of OMRM 122 (4 corner welding),
    CS (cooling station), Robot arm and OMR 119 (CNC corner cleaning) machines.
•   Possibility to work separately with machines.
•   Barcode scanner
•   Automatic loading of CNC corner cleaning program by scanning barcode.
•   Unlimited profile cleaning program memory capacity.
•   Trouble shooting and service opportunity with remote connection.
•   Adjustable waiting time after welding before cleaning operation.
•   User friendly interface.
•   Possibility to enter dimensions manually and select CNC program without barcode scan
•   Welded frames quantity information is viewed on the screen.
•   Multiple language support.
•   CE compatible protection fences system.
•   Thresholdless door welding system.

   Options:
•  Gasket clamp system   
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Otomatik PVC Profil Kaynak ve Temizleme Hattı 
Automatic PVC Profile Welding and Cleaning Line
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A max  = 3000x2600 (mm)A max  = 3650 x 2600 (mm)
A min   = 415 x 390 (mm)

A max  = 3650 x 2600 (mm)
A min   = 520 x 520 (mm)

Conta Baskı Opsiyon

A = 90˚Air
6 - 8 bar
45 lt/min

h min    38 mm

h max 160 mm

a max 120 mm

A max  = 2600 mm
B max  = 3400 mm 

V   = 400
3P+E+N
50-60 Hz
kW = 25
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